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1 Formulation notation reference

This section gives a complete reference to the symbols used in the model formulation, in
tabular form.

Units of measurement are given in Table 1, symbol main letters in Table 2, symbol
superscripts in Table 3, indices and index sets in Table 4, subsets in Table 5, special set
elements in Table 6, real-valued parameters in Table 7, and variables in Table 8.

Table 1:  Units of measurement

Symbol Description

binary Binary quantities, i.e. those taking values in {0, 1}.

dimensionless Dimensionless real number quantities.

h hour. Time quantities are expressed in h.

integer Integer quantities, i.e. those taking values in {...,—2,—1,0,1,2,...}.




Table 1: Continued

Symbol

Description

pu

rad

per unit. Certain physical quantities, including voltage magnitude, real
power, reactive power, apparent power, resistance, reactance,
conductance, and susceptance, are expressed in a per unit convention
with a specified or implied base value, indicated by a unit of pu.
radian. Voltage angles and differences are expressed in rad.

US dollar. Cost, benefit, penalty, and objective values are expressed in $.

Table 2:  Main letters

Symbol

Description

= T

wm%@ﬁzgwb-&mrbgmw

Set of buses

Set of devices

Set of contingencies

Set of cost blocks, i.e. constant marginal cost blocks of convex piecewise linear
cost functions

Set of reserve zones

Set of time steps

Set of miscellaneous constraints

Set of configurations of devices consisting of multiple units or modes of
operation, e.g. combined cycle, pumped storage, battery storage
Susceptance

Cost coefficient

Duration of time

Energy, e.g. stored or total produced

Conductance

Bus

Device

Contingency

Cost or benefit block

Reserve zone

Real power

Reactive power

Resistance

Apparent power

Index of time points and intervals




Table 2: Continued

Symbol  Description

Integer variables

Voltage magnitude

Index on miscellaneous constraints
Reactance

Configuration

Cost, benefit, penalty, or objective
Participation factor, as in a distributed slack
Sensitivity of reactive power to real power
Voltage angle

Reserve requirement coefficient

Winding ratio of a transformer

S 39 T WL v R’ o

Phase difference of a transformer

Table 3:  Superscripts

Symbol Description

ac Alternating current (AC) branch

br Branch

md Mode, operating mode, a generalization of combined cycle configuration
nsp Non-spinning reserve

ctg Contingency

ch Charging susceptance in an AC branch

cs Consuming

de Direct current (DC) line

dn down, as in ramping down or reserve down

ds dispatchable

en energy, convex or concave energy cost or benefit function
fr from, side of a branch

max maximum

min minimum

ms market surplus

on online

out out of service




Table 3: Continued

Symbol  Description

p real power

pae equality constraints linking real and reactive power

pgmax inequality constraints modeling upper bounds on reactive power depending on
real power

pgmin  inequality constraints modeling lower bounds on reactive power depending on
real power

pr producing

p0 Indicates a value taken by a quantity depending on real power when real power
is 0

q reactive power

qrd Reactive power reserve down

qru Reactive power reserve up

rgd Regulation down

rgu Regulation up

rrd ramping reserve reserve down

ITu ramping reserve reserve up

Spr Spinning reserve

ru ramp up

rd ramp down

S apparent power

ST series element in AC branch model

sd shutdown, transition from online to offline or from closed to open

su startup, transition from offline to online or from open to closed

to to, side of a branch

tr Transition between modes

up up, as in ramping up or reserve up

v voltage (magnitude)

0 initial value, prevailing in some period immediately prior to the model horizon

+ slack variable on an inequality constraints, or largest slack among a set of
inequalities

) incremental change, as in a linear approximation of a nonlinear equation




Table 4: Index sets

Symbol Description

1€l Buses.

jed Bus-connected grid devices, e.g. loads, generators, lines.

ke K Contingencies.

me M Offer or bid blocks of piecewise linear convex cost or benefit functions.
neN Reserve zones.

teTl Time intervals.

weWw Miscellaneous constraints.

yeyYy Modes.

(y,y) €Y xY Mode transitions.

Table 5:  Subsets

Symbol Description
I, ClI Buses contained in reserve zone n
J;, CJ Devices connected to bus ¢
JoCJ Devices in service in time interval ¢
Jue C J Devices that are in service in time interval ¢, contingency &
J*cJ AC branches
0w CJ AC branches in service in time interval ¢, contingency k
JrrcJ branches, i.e. devices connecting to two buses
JprcJ branches in service in time interval ¢, contingency &
JecJ Consuming devices (e.g. loads)
JcJ DC lines
JcJ DC lines in service in time interval ¢, contingency k
J& cJ dispatchable non-branch devices
J¥cJ dispatchable non-branch devices connected to bus ¢
J& CJ Dispatchable devices contained in reserve zone n
J& cJ Dispatchable devices in service in time interval ¢, contingency k
JrcJ Branches with from bus equal to bus ¢
Jud c J Multi-mode devices
JrtcJ Devices out of service in time interval ¢
JyecJ Devices that are out of service in time interval ¢, contingency k




Table 5: Continued

Symbol Description

Jrae c J Dispatchable devices having linear equality constraints linking real and
reactive power

Jramax . J Dispatchable devices having linear inequality constraints modeling upper
bounds on reactive power depending on real power

Jpamin = 7 Dispatchable devices having linear inequality constraints modeling lower
bounds on reactive power depending on real power

JrcCJ Producing devices (e.g. generators)

JrrcJ Producing devices contained in reserve zone n

JhcJ shunts

Jj“b cJ Sub-devices of multi-mode device j

J;ub’on cJ Sub-devices of multi-mode device j that are online when device j is in
mode y

JocJ branches with to bus equal to bus i

M;; Cc M Energy cost or benefit function offer or bid blocks for producing or

consuming device j in interval ¢

M;,, C M Energy cost or benefit function offer or bid blocks for mode y of
multi-mode producing or consuming device j in interval ¢

NP C N Reserve zones for products associated with real power
NYC N Reserve zones for products associated with reactive power

Wi C W Multi-interval maximum energy constraints for device j
VV;n’min C W  Multi-interval minimum energy constraints for device j
W C W Multi-interval maximum startups constraints for device j
Y, CY Modes for multi-mode device j

Yjsjl,lb’on CY  Modes of multi-mode device j with sub-device j' in which device j' is
online
thr CY xY Mode transitions for multi-mode device j

Table 6:  Special set elements

Symbol Description
i; €1 Connection bus of non-branch device j € J\ J>
ig-r el From bus of branch j € J".




Table 6: Continued

Symbol Description

i el To bus of branch j € JP*.

n; € N Reserve zone of bus i

e e T Last time interval .

el Latest time index incident to multi-interval constraint w

pmin ¢ First time interval t.

t;-nin’dn eT Earliest time index ¢ such that a constraint is needed to enforce
minimum downtime on device j if starting up in interval ¢

g o Earliest time index ¢ such that a constraint is needed to enforce

J

min,sd,su

min,su,sd
tmin e T

t}r;in,md,off eT

min,md,off
gminmdoff ¢

t;x;in,md,on eT

min,md,on

minimum uptime on device j if shutting down in interval ¢

Earliest time index ¢’ such that shutting down in interval ¢ prevents
device j from starting up in interval ¢

Earliest time index ¢’ such that starting up in interval ¢ prevents device j
from shutting down in interval ¢

Earliest time index incident to multi-interval constraint w

Earliest time index ¢ such that device j mode y maximum dwell time
must be enforced by a constraint requiring that if mode y is selected in
interval £ then it is not selected in at least one interval in a prescribed
prior duration

Earliest time index ¢’ such that if device j is in mode ¥ in interval ¢, then
maximum dwell time requires that mode y is not selected in at least one
interval from ¢’ to ¢

Earliest time index ¢ such that device 7 mode y minimum dwell time
must be enforced by a constraint requiring that if the device transitions
from mode y in interval ¢ then mode vy is selected in all intervals in a
prescibed prior duration

Earliest time index ¢’ such that if device j transitions from mode ¥ in
interval ¢, then minimum dwell time requires that mode y is selected in
all intervals from ¢’ through ¢ — 1

Table 7:  Parameters

Symbol

Description

bs Charging susceptance of AC branch j (pu)




Table 7: Continued

Symbol  Description

bﬁ-r Shunt susceptance to ground of AC branch j at from bus (pu)

bj-h Susceptance of one step of shunt j (pu)

b3 Series susceptance of AC branch j (pu)

b;" Shunt susceptance to ground of AC branch j at to bus (pu)

Cim Energy marginal cost or benefit of offer or bid block m of producing or
consuming device j in interval ¢ ($/pu-h)

Ciytm Energy marginal cost or benefit of offer or bid block m of multi-mode
producing or consuming device j in configuration y in interval ¢ ($/pu-h)

cnd Mode fixed cost of device j in mode y in interval ¢ ($/h)

cP Real power bus imbalance marginal cost ($/pu-h)

o Reactive power bus imbalance marginal cost ($/pu-h)

c;fd Marginal cost of regulation down provided by device j in interval ¢ ($/pu-h)

i Marginal cost of regulation up provided by device j in interval ¢ ($/pu-h)

i Marginal cost of spinning reserve provided by device j in interval ¢ and not
counting as regulation up ($/pu-h)

i’ Marginal cost of non-spinning reserve provided by device j in interval ¢
(3/pu-h)

;;u’OH Marginal cost of ramping reserve up provided by device j in interval ¢ when
offline ($/pu-h)

" Marginal cost of ramping reserve up provided by device j in interval ¢ when
online ($/pu-h)

cﬁdpﬁ Marginal cost of ramping reserve down provided by device j in interval ¢
when offline ($/pu-h)

E-;d’on Marginal cost of ramping reserve down provided by device j in interval ¢
when online ($/pu-h)

c?tru Marginal cost of reactive power up reserve provided by device j in interval ¢
($/pu-h)

cj.‘;d Marginal cost of reactive power down reserve provided by device j in interval
t ($/pu-h)

cren Incremental cost of shortfall of regulation up in zone n ($/pu-h)

cred Incremental cost of shortfall of regulation down in zone n ($/pu-h)

cSPr Incremental cost of shortfall of spinning reserve in zone n ($/pu-h)

chsp Incremental cost of shortfall of non-spinning reserve in zone n ($/pu-h)




Table 7: Continued

Symbol  Description

crm Incremental cost of shortfall of ramping reserve up in zone n ($/pu-h)

crrd Incremental cost of shortfall of ramping reserve down in zone n ($/pu-h)

cir Incremental cost of shortfall of reactive power reserve up in zone n ($/pu-h)

cdrd Incremental cost of shortfall of reactive power reserve down in zone n
(8/pu-h)

& Branch overload marginal cost ($/pu-h)

ot Mode transition cost of device j from mode y to mode ¥’ in interval ¢ ($)

" Fixed cost of online status of device 7 ($/h)

ct Startup cost of device j (%)

i Shutdown cost of device j ($)

dy Duration of interval ¢ (h)

d‘;n’min Minimum downtime of device j (h)

d}lp’min Minimum uptime of device j (h)

ey Maximum energy for multi-interval maximum energy constraint w (pu-h)

emin Minimum energy for multi-interval minimum energy constraint w (pu-h)

gy Shunt conductance to ground of AC branch j at from bus (pu)

g5 Series conductance of AC branch j (pu)

g Conductance of one step of shunt j (pu)

95° Shunt conductance to ground of AC branch j at to bus (pu)

p?c’max Maximum real power flow of DC line j (pu)

Djtm Maximum real power of offer or bid block m of producing or consuming
device j in interval ¢ (pu)

P Maximum real power of dispatchable device j when online in interval ¢ (pu)

Pyt Maximum real power of multi-mode dispatchable device j in configuration y
in interval ¢ (pu)

Pliytm Maximum real power of offer or bid block m of multi-mode producing or
consuming device j in configuration y in interval ¢ (pu)

pﬁi“ Minimum real power of dispatchable device j when online in interval ¢ (pu)

pﬁf Minimum real power of multi-mode dispatchable device j in configuration y
in interval ¢ (pu)

pg‘;t Maximum ramp down rate of multi-mode dispatchable device 5 in mode y in

interval ¢ (pu/h)
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Table 7: Continued

Symbol  Description
pﬁ Maximum ramp down rate of dispatchable device 7 when online in interval ¢
(pu/h)
;(ti’Sd Maximum ramp down rate of dispatchable device ;7 when shutting down in
interval ¢ (pu/h)
Dyt Maximum ramp up rate of multi-mode dispatchable device j in mode y in
interval ¢ (pu/h)
it Maximum ramp up rate of dispatchable device j when online in interval ¢
(pu/h)
I Maximum ramp up rate of dispatchable device j when starting up in interval
t (pu/h)
p? Initial real power of dispatchable device j (pu)
e Maximum regulation up for dispatchable device j in interval ¢ (pu)
;%d’max Maximum regulation down for dispatchable device j in interval ¢ (pu)
A Maximum spinning reserve for dispatchable device j in interval ¢ (pu)
P Maximum non-spinning reserve for dispatchable device j in interval ¢ (pu)
o Maximum ramping reserve up for dispatchable device j when online in

rru,off,max
jt

rrd,on,max
jt

rrd,off,max
jt

TTU,min
nt
rrd,min
nt

p0
dj¢

max,p0
jt

max

Qjyt
min,p0
Jt

interval ¢ (pu)

Maximum ramping reserve up for dispatchable device 7 when offline in
interval ¢t (pu)

Maximum ramping reserve down for dispatchable device 5 when online in
interval ¢ (pu)

Maximum ramping reserve down for dispatchable device j when offline in
interval ¢ (pu)

Exogenous ramping reserve up requirement for zone n in interval ¢ (pu)
Exogenous ramping reserve down requirement for zone n in interval ¢ (pu)

Reactive power at 0 real power of dispatchable device j if the device has
reactive power dependent on real power (pu)

Upper bound on reactive power at 0 real power of dispatchable device j in
interval t if the device has maximum reactive power dependent on real power
(pu)

Maximum reactive power of multi-mode device j in mode y in interval ¢ (pu)

Lower bound on reactive power at 0 real power of dispatchable device j in
interval ¢ if the device has minimum reactive power dependent on real power

(pu)
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Table 7: Continued

Symbol  Description
qj“;t“ Minimum reactive power of multi-mode device j in mode ¥ in interval ¢ (pu)
Ve Maximum reactive power of dispatchable device j when online in interval ¢
(pu)
Ui Maximum reactive power of multi-mode device j in mode y in interval ¢ (pu)
qﬁi“ Minimum reactive power of dispatchable device ;7 when online in interval ¢
(pu)
i Minimum reactive power of multi-mode device j in mode ¥ in interval ¢ (pu)
q?c’fr’max Maximum reactive power at from bus of DC line j (pu)
?C’to’max Maximum reactive power at to bus of DC line j (pu)
?C’fr’min Minimum reactive power at from bus of DC line j (pu)
?C’to’min Minimum reactive power at to bus of DC line j (pu)
dru,min Exogenous reactive power reserve up requirement for zone n in interval ¢ (pu)
drd,min Exogenous reactive power reserve down requirement for zone n in interval ¢
(pu)
s Series resistance of AC branch j (pu)
s Maximum apparent power flow of branch j (pu)
s}nax’“g Maximum apparent power flow of branch j in contingencies (pu)
?ﬁ’max Upper bound on mode selection for multi-mode device 7 mode y in interval ¢
(binary)
;2;}? * Upper bound on mode transition for multi-mode device j transition (yy’) in
interval ¢ (binary)
;Z‘:’mm Lower bound on mode selection for multi-mode device 7 mode y in interval ¢
(binary)
u?;d’o Initial mode selection for multi-mode device j mode y (binary)
;Z;};ﬂ Lower bound on mode transition for multi-mode device j transition (yy’) in
interval ¢ (binary)
ug " Upper bound on online status indicator for device j in interval ¢ (binary)
ujy i Lower bound on online status indicator for device j in interval ¢ (binary)

on,0
J

su,max
w

Initial on-off status of device j (binary)

Maximum startups for multi-interval maximum startups constraint w
(integer)
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Table 7: Continued

Symbol  Description
u;h’max Maximum number of activated steps of shunt j (integer)
;h’min Minimum number of activated steps of shunt j (integer)
ppax Maximum voltage magnitude at bus i (pu)
min Minimum voltage magnitude at bus ¢ (pu)
s Series reactance of AC branch j (pu)
Q; Participation factor of bus 7 in resolving system real power imbalance in
contingencies (dimensionless)
Bjt Sensitivity of reactive power with respect to real power of dispatchable device
7 with equality constraint linking real and reactive power in interval ¢
(pu/pu)

fra Sensitivity of upper bound on reactive power with respect to real power of
dispatchable device j with inequality constraint modeling upper bounds on
reactive power depending on real power in interval ¢ (pu/pu)

J‘-Itli“ Sensitivity of lower bound on reactive power with respect to real power of
dispatchable device j with inequality constraint modeling upper bounds on
reactive power depending on real power in interval ¢ (pu/pu)

UZ%d Fraction of total cleared power consumption in zone n forming regulation
down requirement for zone n interval ¢ (dimensionless)

o8 Fraction of total cleared power consumption in zone n forming regulation up
requirement for zone n interval ¢ (dimensionless)

okt Fraction of largest cleared power production in zone n forming spinning
reserve requirement for zone n interval ¢ (dimensionless)

O’ Fraction of largest cleared power production in zone n forming non-spinning
reserve requirement for zone n interval ¢ (dimensionless)

T Maximum winding ratio of AC branch j (dimensionless)

T Minimum winding ratio of AC branch j (dimensionless)

O Maximum phase difference of variable phase difference transformer j (rad)

¢§“in Minimum phase difference of variable phase difference transformer j (rad)

13



Table 8:  Variables

Symbol  Description

b3y Susceptance of shunt j in interval ¢. (pu)

gj? Conductance of shunt j in interval ¢. (pu)

Dit Real power signed mismatch, i.e. load and other real power consumption and
absorption by branches and shunts, minus generation and other production, at
bus 7 in interval t. (pu)

P Real power penalized mismatch, i.e. absolute value of signed mismatch, at bus
i in interval ¢. (pu)

Djt Real power of non-branch device j in interval ¢. Oriented from the device into
the connection bus for producing devices and from the connection bus into the
device for consuming devices and shunts. (pu)

p?tk Approximate change from base case value to post-contingency value of the real
power flow on branch j in interval ¢ in contingency k, directed from the from
bus to the to bus. (pu)

Djtm Real power of dispatchable device j in interval ¢ in energy cost or benefit block
m. (pu)

Djytm Real power of multi-mode device j in energy cost or benefit block m in mode y
in interval ¢ (pu)

pgl; Real power at from bus of branch j in interval ¢. Oriented from the bus into
the device. (pu)

Py Regulation up provided by device j in interval ¢

p;-%d Regulation down provided by device j in interval ¢

Py Spinning reserve provided by device j in interval ¢

Pt Non-spinning reserve provided by device j in interval ¢

pj; " ramping reserve up provided by device j in interval ¢ when online

pﬁu’OH ramping reserve up provided by device j in interval ¢ when offline

ﬁd’on ramping reserve down provided by device j in interval ¢ when online
;ﬁd")ﬁ ramping reserve down provided by device j in interval ¢ when offline
P, Regulation up requirement for reserve zone n in interval ¢
radred Regulation down requirement for reserve zone n in interval ¢
hoted Spinning reserve requirement for reserve zone n in interval ¢
P Non-spinning reserve requirement for reserve zone n in interval ¢
o ramping reserve up requirement for reserve zone n in interval ¢
rrd,req

nt

ramping reserve down requirement for reserve zone n in interval ¢
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Table 8: Continued

Symbol  Description

prent Regulation up shortfall for reserve zone n in interval ¢

prEtt Regulation down shortfall for reserve zone n in interval ¢

popet Spinning reserve shortfall for reserve zone n in interval ¢

posP* Non-spinning reserve shortfall for reserve zone n in interval ¢

poT ramping reserve up shortfall for reserve zone n in interval ¢

p:ftd’Jr ramping reserve down shortfall for reserve zone n in interval ¢

p;-(t’ Real power at to bus of branch j in interval t. Oriented from the bus into the
device. (pu)

Qit Reactive power signed mismatch, i.e. load and other reactive power
consumption and absorption by branches and shunts, minus generation and
other production, at bus ¢ in interval ¢. (pu)

a Reactive power penalized mismatch, i.e. absolute value of signed mismatch, at
bus 7 in interval t. (pu)

qjt Reactive power of non-branch device j in interval ¢t. Oriented from the device
into the connection bus for producing devices and from the connection bus into
the device for consuming devices and shunts. (pu)

q]f-§ Reactive power at from bus of branch j in interval . Oriented from the bus
into the device. (pu)

q}? Reactive power at to bus of branch j in interval ¢. Oriented from the bus into
the device. (pu)

i Reactive power up reserve provided by device j in interval ¢

q?tr d Reactive power down reserve provided by device j in interval ¢

2 Reactive power up reserve requirement for reserve zone n in interval ¢
g4 Reactive power down reserve requirement for reserve zone n in interval ¢
g Reactive power up reserve shortfall for reserve zone n in interval ¢

@dt  Reactive power down reserve shortfall for reserve zone n in interval ¢

3;; Branch j apparent power overload in interval . (pu)

s;“tk Branch j (approximate) apparent overload in interval ¢ contingency k. (pu)

u;“yil Mode selection indicator, equal to 1 if multi-mode device j is in mode y in
interval ¢. (binary)

u;-ryy,t Mode transition indicator, equal to 1 if multi-mode device j transitions from

mode y to mode ¥ in interval ¢. (binary)

15



Table 8: Continued

Symbol  Description

ujy On indicator of device j in interval ¢. The value 1 indicates the device is online
or closed, 0 else. (binary)

uzf Shutdown indicator of device j in interval ¢. The value 1 indicates the device is
shutting down, transitioning from online to offline or from closed to open, 0
else. (binary)

uy Number of steps activated for shunt j in interval ¢. (integer)

uly Startup indicator of device j in interval ¢. The value 1 indicates the device is
starting up, transitioning from offline to online or from open to closed, 0 else.
(binary)

Vit Voltage magnitude at bus ¢ in interval ¢. (pu)

zﬁd’on Mode fixed cost incurred by multi-mode device j in interval ¢ ($)

Zms Total maximization objective, i.e. base case plus contingencies. Net market
surplus, including benefits minus costs and penalties. ($)

Zpms Base case market surplus objective in interval ¢. ($)

2z Contingency market surplus objective in interval ¢ contingency k. (%)

25 Energy cost or benefit of producing or consuming device j in interval ¢. ($)

257 Online status cost of device j in interval ¢. ($)

25 Real power mismatch cost of bus i in interval ¢. ($)

z5 Reactive power mismatch cost of bus ¢ in interval ¢. ($)

258 Shutdown cost of device j in interval ¢. ($)

ah Startup cost of device j in interval ¢. ($)

25 Branch overload cost of branch j in interval ¢. ($)

2t Branch overload cost of branch j in interval ¢. ($)

2 Mode transition cost incurred by configuration device j in interval ¢ ($)

Z5 Cost of Regulation up provided by device j in interval ¢ ($)

z;fd Cost of Regulation down provided by device j in interval ¢ (%)

2 Cost of Spinning reserve provided by device j in interval ¢ and not counting as
regulation up ($)

25" Cost of Non-spinning reserve provided by device j in interval ¢ ($)

2t Cost of ramping reserve up provided by device j in interval ¢ ($)

Z5d Cost of ramping reserve down provided by device j in interval ¢ ($)

25 Cost of Reactive power up reserve provided by device j in interval ¢ ($)
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Table 8: Continued

Symbol  Description

25y d Cost of Reactive power down reserve provided by device j in interval ¢ ($)
vl Regulation up shortfall penalty for reserve zone n in interval ¢ (%)
red Regulation down shortfall penalty for reserve zone n in interval ¢ ($)
o Spinning reserve shortfall penalty for reserve zone n in interval ¢ ($)
Zng" Non-spinning reserve shortfall penalty for reserve zone n in interval ¢ ($)
2z ramping reserve up shortfall penalty for reserve zone n in interval t ($)
Zrd ramping reserve down shortfall penalty for reserve zone n in interval ¢ ($)
Zh Reactive power up reserve shortfall penalty for reserve zone n in interval ¢ ($)
zgid Reactive power down reserve shortfall penalty for reserve zone n in interval ¢
($)
0 Voltage angle at bus ¢ in interval £. (rad)
0, Approximate change from base case value to post-contingency value of the
voltage angle at bus i in interval ¢ in contingency k. (rad)
Tit Winding ratio of AC branch j in interval ¢. (dimensionless)
bt Phase difference of AC branch j in interval ¢. (rad)

2 Formulation constraints

2.1 Market surplus objective

Total market surplus objective for maximization. Includes benefits minus costs and penalties,
base case and contingencies.

2 = Z( S+ mm Zi + 1/|K|Z Zi ) (1)
teT keK

Market surplus, i.e. in the base case. When a distinction between base case and contingencies
is not specified, base case is implied, except if explicitly indicated otherwise.

ms __ en su sd md tr s
= § 2t § Zj E t)_ § (th +th)_ § Zjt

jeJes jeJpr jedJ jegmd jeJgbr
r u r d spr ns d ru rd
— g it o v g g g b ) — g (2h +21)
]GJdS el
r u r d s r ns d ru _qrd
— E g i P 2 2 — g (zh 2 YVt eT (2)
neNP neN4d
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Post-contingency market surplus includes branch limit overload costs.

gE == B VteT ke K (3)
jerr
2.2 Bus power mismatch and penalized mismatch definitions

For each bus 7 and each interval ¢, the penalized real and reactive power mismatches p;; and
q;g are the absolute values of the mismatches p;; and ¢;:

N

ph>puVteTiel
i > —puVteT,iel
o >quVteT,iel
q; > —quVteT,iel

(S

—~ o~~~
~N
~—_ — — ~—

2.3 Bus power mismatch penalty

For each bus ¢ and interval ¢ the bus real and reactive power mismatch penalties 2}, and z;,
are given by linear penalty functions of the penalized mismatches:

2 =diPpi VteT,iel (8)
zh =digi VteTiel 9)

2.4 Real and reactive power balance

For each bus ¢ and each interval ¢, real and reactive power balance are enforced by:

it > ppt > P+ > P => pitpaVteTicl (10)

JEIE jesh jeJir jeste jesr
fr to :
> gt > gt > dh+ > di=> gitaVteTiel (11)
JEJES jessh jegfr jeJto jePr

In Egs. (10) and (11) power withdrawals at bus 4, including consuming devices, shunts,
and branches, appear on the left, while injections, including producing devices and power
mismatch, appear on the right.
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2.5 Reserve shortfall domains

For each reserve product, in each reserve zone and time interval, a nonnegative variable
represents the shortfall of procured reserve relative to the reserve requirement:

pEYT >0Vt e T,ne NP (
pt >0Vt e T,ne NP (
PPt >0vteT,ne NP (
pePt >0Vt e T,n € NP (15
vt >0Vt e T,n e NP (
prdt >0Vt e T,n e NP (
pItT >0Vt € T,n € N9 (
pEt > 0Vie T,n e N9 (

2.6 Reserve shortfall penalties

Reserve shortfall penalties are given by a linear penalty function of the reserve shortfall:

z,rﬁu = d, BT >0Vt € T,n € NP (20)
28— et > 0t e Ton e NP (21)
2P = d, PPt > 0Vt € Ton € NP (22)
20 = d, PPt > 0Vt € Tyn € NP (23)
(24)
(25)
(26)
(27)

nt
Z’:Lrtu - dtcrrup:tu—i— Z 0Vt e T, n € NP 24
25

2 — @t > 0Vt € Ton e NP
26

nt
2B = d,cTp® T > 0Vt € Ton € N9
27

nt

20— g, @t > 0 e Ton e N9

2.7 Reserve requirements

For each reserve product, in each zone and each interval, the reserve requirement is given by
a variable that is constrained from below by either an exogenous bound given by data or an
endogenous bound formed in a prescribed fashion from the power dispatch:

P > gft Z pjie Vt € Tyn € NP (28)
jeJes

P> oE Y " py VE € Ton € NP (29)
jEJCS

p Y > o p Yt € Ton € NP j € JPT (30)

P > onPp YVt € Tyn € NP j € J¥ (31)

p:‘;tu ,req > prru mln vt 6 T’ n e Np (32)
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prbred > prdmin gy ooy e NP (33)
gumIed > gawmin oy o oy e N4 (34)
gBdrea > gadmin gy o oy e N9 (35)
The requirements for ramping reserve and reactive power reserve up and down are modeled
exogenously in Egs. (32) to (35). The requirements for regulation up and down are modeled
endogenously in Egs. (28) and (29) as prescribed factors of the total real power over all
consuming devices. The requirements for spinning and non-spinning reserves are modeled

endogenously in Eqgs. (30) and (31) as a prescribed factors of the largest real power over all
producing devices.

2.8 Reserve balance

For each reserve product

Z prgu rgu,+ > prgu ,req it c T7 n e NP (36)
jEJSS
P+t > pE Ve Ton € NP (37)
jeggds
Z (p;%u + pspr) + pntr + > prgu req +p Spr red /it < T n € NP (38)
jeggs
Z (p;%u + pspr + pnsp) +pntp + > prgu ;req +ps r,req +pnsp,req Vi e T, n € NP (39)
jeggs

rru,on rru, OH Irrua rru,re:
Z(p]t + ) o > V€ Ton € NP (40)
jeggs
Z (p;;d ,on + p;l;d off) + pgtd + rrd ,req YVt € T n e NP (41)
jesds
S gl > g Ve € Ton € N (42)
jGJdS

qrd qrd,+ qrd,req q
St > ¢t e Tone N (43)
jEJSS

2.9 Voltage limits

Voltage magnitude limits at each bus in each interval are modeled by hard constraints:

v < vy <oVt e T in el (44)
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2.10 Shunts

Shunt real and reactive power are:
Djt = gj?vft VteT,je b i= i
g = —bpv Yt € T, j € J" i =i
Shunt conductance and susceptance are:

g]t =g; ujt byt eT, jeJh
B =btuy Ve T, je J"

Shunt steps integral

whe{ . ,-1,01,...}WeT,jeJ"

Shunt steps bound

ujh mlnuon < 'LL;? S u;h ,max on VteT ] c JSh

2.11 AC branch controls
Bounds on the AC branch controls of phase difference and winding ratio are:
¢§nin S (bjt S ¢;nax Yt c T,] c Jac

T]’-nin <75 < ijax VteT,jeJ*

2.12 DC lines

Bounds on DC line real and reactive power absorption at from and to buses are:

p?c ,max on < p pdc ,max on VieT ] e Jdc

_pdc ,max on < pto < pdc ,max on vt 6 T j e Jdc
J J

q;ic ,min, fr on < q qdc ,max, fr on Wt c T ] € Jdc

q;ic ,min,to on < qjt < q;ic maxto on Yt c T j c Jdc
DC line real power losses are equal to 0:

Pl AP =0vteT jeJ*
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2.13 AC branch flows

AC branch real and reactive power flows at the from and to buses, directed from the bus
into the device, are:

Pl =udr (g + gﬁr) 05T+ (=g cos(bi — Oy — Bjr)

— b3 sin(0ir — O — @je) Jvirvine/T0) VE €T, j € J*, i ir’ =iy (58)
Gy = uSp (=05 — b — b5/ 2)03 /77, + (b cos(0 — Oy — i)

— g5 sin(0y — Oy — ¢ji) Jvvin/Tj) VE €T, j € J*,i = zfr i =i (59)
p;(t) = u(ﬁl((g] "‘g;o)v"t + (_gj cos(0ir — Oy — ¢jt)

+ b5 sin(0i — Oire — dje) Jvigvin/Tj0) VE € T, 5 € J*,i = i i’ =0 (60)
o =0 -0 - I /2)0 -+ (0 cos(Bie — B — 3)

+ g5 sin(0i — Oy — Bju) Jvirvin /Tj0) VEE T, j € J‘”‘C =i i =i (61)

2.14 Branch overload penalties

Branch overload is modeled by a nonnegative variable s;;, which results in a penalty zj,
appearing in the objective:

0<shvteT jeJ” (62)
2y =dishVteT,jeJ™ (63)

2.15 Branch flow limits

Branch flow limits at from and to buses are enforced by soft constraints:
((P5)? + (q7)") 2 < s7™ + s, Vt e T, j € J™ (64)
(P> + ()P < s> shvte T, je J” (65)

2.16 Network connectivity requirements

In each time interval, in the base case and in each contingency, the graph consisting of all
buses and in service online branches must be connected:

The bus-branch graph on (I, {j € J™ : ]t = 1}) is connected Vt € T (66)
The bus-branch graph on (I, {j € J5¥ : u gt = 1}) is connected Vt € T, k € K (67)

2.17 Post-contingency power flow, balance, limits

Penalty on post-contingency branch overload Post contingency branch overload is
modeled by a nonnegative variable sﬁk, which results in a penalty z3, appearing in the
objective:

sy >0Vte T ke K, j e Jy (68)
Sy =diCsly, VtET k€K, j€ Ty (69)
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Post-contingency power flow limits. We model the real power delta from the base case
solution and neglect the reactive power delta. Post-contingency branch apparent power flow
limits are formulated as soft second order cone constraints:
(0l + Pl + (¢ < s st Vte T ke K,j e Jy (70)
(P — Po)? + (qi9)) 2 < s o sf Ve T ke K, j € Il (71)

Post-contingency real power flow delta DC lines remaining in service in a contingency
are assumed to have no change in power flow relative to the base case:

Pl =0VteT ke K, jeJy )

For AC branches, the post-contingency real power flow delta from the base case is related
to the bus angle delta by a DC power flow model:

Pl = Ut (00, — 00y ) VE € Tk € K, j € Ji i =iy, i =il (73)
Balance of post-contingency real power delta Real power delta on AC branches
remaining in service in a contingency redistributes lost base case power flow on branches

going out of service, with a distributed slack accounting for pre-contingency losses on outaged
branches:

o+ Y - > 0+

jeJoutnfr jEJutNIto jesout
= Y - Y PuvteTkeKicl (74)
jegacnir jeJacnjto

2.18 On-off status and transitions
On indicator binary

ujp €{0,1} vt eT,jeJ (75)
Startup binary

uip €{0,1}vte T, jeJ (76)
Shutdown binary

wie{0,1}VteT,jeJ (77)
Devices are offline when outaged in a given time interval:

up =0vteT,je M (78)
Bounds on on-off status (must run, no run, maintenance, etc)

u??’min <auj <up "t VteT,jed (79)
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On/off evolution, first time interval.

wp —ud™ =l — U Ve =" j e g (80)

On/off evolution, after first time interval.

ugy —ugy g = ul — uj‘g VE >t e g (81)

2.19 On-off status and transition costs

On-off status, startup, and shutdown indicators result in costs that appear in the objective:

2 = diciug VteT,jeJ (82)
zy =ciunp vteT, jed (83)
=l vteT, jel (84)

2.20 Energy costs and benefits of dispatchable devices

Dispatchable device real power pj, results in an objective term zj' that is either a cost
(for producing devices) or a benefit (for consuming devices). The value of this energy cost
(or benefit) term is determined by a piecewise linear convex (or concave) cost (or benefit)
function, evaluated at p;; — p;r. To model this relationship, we split p;; — p;; into offer (or
bid) blocks and apply an objective coefficient to each block:

0 < pjtm < Pl VEE T, j € JP\ T, m e M, (85)
pie =P+ Y pim V€T, € T\ S (86)
mEth
S =dy > Eppjim VEET,j€J®\ T (87)
meth

Note that Egs. (85) to (87) apply only to devices that are not multi-mode.

2.21 Producing and consuming device power bounds

Dispatchable device real and reactive power maximum and minimum values depend on on-off
status:

pﬁinu‘ﬁ‘ <pj <pptug VteT,je Jas (88)
qﬁinu‘ﬁl < S qpuy Ve T, j € Jas (89)

2.22 linear constraints linking device real and reactive power

Some dispatchable devices have linear constraints linking real and reactive power, enforcing
either a constant marginal power factor (in Eq. (90)) or a trapezoidal approximation of a
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reactive power capability curve (in Egs. (91) and (92)):

¢t = quto + Bjpje VL €T, j € JP% (90)
1 < q;Izax ,p0 + maxp]t VieT ] c Jpamax (91)
gje > @0 + Bmpy, Ve € T, 5 € Jramin (92)

2.23 Ramping limits

Real power ramping limits depend on on-off status and startup:
i S AN — )+ ) = e T
Pit — Pja—1 < de(pl ™ (u) — uly) + Pl ) Vi > 1 e JP
Dit —p? > —dt(pﬁ max (] _ U]t) —l—p;? ;max,sd sd) Vi = i e s

( rd maX(l . Us-d) _'_pr'd,max ,sd sd) Vit > tmln’j c st

Pjt — Pjt—1 > dt jt jt

2.24 Limits on up/down time

Minimum downtime. If startup then no recent shutdown.

wp<1— Y ugvte Tt e (97)

tilm’Sd’Sugt’<t

Minimum uptime. If shutdown then no recent startup.

uE<1— > u Ve Tt >t e ) (98)

t?tlm’su’Sdgt’<t

2.25 DMaximum starts over multiple intervals

Y w S wVg € Jwe Wit (99)

m1n max
N <<

2.26 Maximum/minimum energy over multiple intervals

Y dipp < el Vje Jowe Wit (100)
£min << pmax

Y dipj = e vie Jowe W (101)
#min <y <gmax
Jw —"="jw

2.27 Mode selection and transition

Device mode selection and transition are indicated by binary variables u]yt and ujyy,t

e{0,1}vteT, je ™ yey, (102)
W €{0,1}VLET, je T yeY] (103)

J'!/?J
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2.28 Mode selection uniqueness

Exactly one mode is selected for each device and each time interval:

doupd=1vteT,jeJm (104)
yeY;
2.29 Mode transition network flow model

Consistency between mode and transitions and selections in successive time intervals is
ensured by network flow constraints:

uld = >l eT je T yey, (105)
(y'y)eY
= > ol Vt=t""je M ycy; (106)
(w)ev )"
ultt =) ul Vst e Ty e (107)
(yy')e thr

Eq. (105) ensures that each mode is entered by a transition from some previous mode, while
Egs. (106) and (107) ensure that each mode is exited by a transition to some next mode.

2.30 Mode dwell time limits
Maximum dwell time If a unit is in a given mode, then it must have not been in that
mode in at least one interval in a prescribed prior duration.

urd < Z (1—wni)VjeJ" yeY;t> t;gin’md’(ﬂ (108)

Jyt

min,md,off _,,
e <t'<t

Minimum dwell time If a unit is in a transition from one mode to a different mode then
it must have been in the former mode in all intervals in a prescribed prior duration.

min,md,on tr md
(t— tjyt ) Z Yjyyt < Z Uiyt

y'#y:(yy ) €Y tﬁin’md’ongt%t

. m min,md,on
Vje "y eyt >t (109)

2.31 Mode sub-device on-off status requirements

Any sub-device of a multi-mode main device is online if and only if the main device is in one
of the modes in which the sub-device is specified to be on:

ugy, = Z (i dvteT,jeJm™ j e JSUb (110)

yey; i EJsub on
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2.32 Mode/transition discrete costs

Mode selection and transition indicators carry costs that appear in the objective:

=d, Y duptvte T, je ™ (111)
yeY;

ST D T (112
(yy')eY T

2.33 Multi-mode device real and reactive power limits

Multi-mode device real and reactive power upper and lower bounds depend on the selected
mode:

Z pﬁfuﬁ <pjt < Zp?;"ujyt VteT,je g (113)
IS¢ yeyY;
Z qﬁﬁnuwt < it < Z qfﬁxujyt VteT,je Jmd (114)
yey; yey;

2.34 Multi-mode device real power ramping limits

Multi-mode device real power ramping limits depend on the selected mode:

pj S dt Zp;umax ;1;(2 Vit = tmm’j c de (115)
yeY;
—pjer Sdy Y phT R V> e g™ (116)
er
Pt =1 > —dy Y ph"uly Ve =0 e (117)
yeY;
Pit = Djar = —dy Y Pl ud vt > e j e (118)
yeY;

2.35 Multi-mode device energy cost/benefit

Multi-mode device energy cost and benefit values are modeled in a similar fashion to non-
multi-mode dispatchable devices, but with a separate cost or benefit function for each mode:

0<pjytm<pj;tr:1ax ;Igﬁ VteTj € de,yéy;,mGM]e;t (119)
=Y pmrumt > i VEET j € T (120)
yeY; €Y;,meMS),

%t = dt > ?‘;tmpjytm vteT,jeJm™ (121)

€Y; meMSh

Jyt
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2.36 Absolute reserve limits

Based on ramp rate, duration, and on-off status. At each time scale, all the reserve products
consuming ramping capability up to that time are included.

p;%u <prgu ,max WVt eT, e Jds (122)
p;%d < prgd max on vy e i e gds (123)
p;%u+pspr <psprmax on o € Jds (124)
Pt <Pt —wg) Ve T, j € J® (125)
p;%u+pspr+p§§uon <prruon ,max Wt eT, e Jds (126)
R e N (T ) VteT,jeJ® (127)
p;%d +p;§d ,on <prrd onmax on vy o 0 i @ Jds (128)
A e (T ) vteT,jeJ® (129)

The absolute reserve limits might typically be determined as an applicable ramp rate times
the ramping duration for the lowest quality product considered. In general these limits are
supplied as part of the reserve offer of a device and might differ from this simple formula for
various reasons. Therefore we model these as parameters provided by the data.

2.37 Relative reserve limits, producing devices

Based on p/q max/min, dispatch, and on-off status, for producing devices.

pie + 5 A0y T < ppugi vte T 5 e J™
pit — Pt — Pt > piur V€ T j € TP

Gt + @5y < gy Ve T jeJr

qjt qj‘fd > gtuy vt e T, je J™

e A pﬁa"(l —uP)VteT,je J”
Pt =0vte T, je "

2.38 Relative reserve limits, consuming devices

Based on p/q max/min, dispatch, and on-off status, for consuming devices.

pie+ P+ Pt < pup Ve T, j € T (136)
Pit pﬁ“ — Dy =Py > pm‘“ GvteT, jeJe (137)
Ge + 0 < uSy Ve T, € J* (138)
G — @i > Gt Vi e T, j e J° (139)
Pt < phe (1 —u) VEEe T, j € J® (140)

(141)

Pt +p§-§“0ff =0VteT,jeJ®
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2.39 Device reserve variable domains

Device reserve variables are nonnegative

P >0vVteT, je J®
PR >0vteT, je "
Py >0vteT,jeJ®
Pyt >0vVteT,jeJ®
Pt > 0vte T, jeJ®
Pt >o0vte T, je
PRt >0Vt e T, je Js
it >o0vte T, je g
@ =0vVteT,jeJ®
¢t >0vteT, je g

2.40 Device reserve costs

Devices may include a cost in their reserve offers. This is modeled as a cost coefficient on
each device reserve provision variable.

=di PVt e T, j e J®
qrd = d P Ve T, j € I

2t = dilF PR Ve T, j e J® (152)
fgd = d P vt e T, je J® (153)
S =di ) p Ve T, j e J¥ (154)
HSP = dyi PP Ve T, j € J® (155)
rru _ dt( rru, onp;;u ,on + C;;u off_rru, off) VieT ] c st (156)
rrd = dy( ;;d NPl 4 ey Offp;;d NvteT jeJ® (157)

(158)

(159)

2.41 Absolute reserve limits, multi-mode devices

Reserve provision by online multi-mode devices is subject to an absolute upper bound that
depends on the selected mode. Offline reserve provision does not need further bounds.

Pt <Y BT vt e T, j e I (160)
yeY;
p;%d < Zp;gd ,max ;ny% Ve T ] c de (161)
yeY;
S S S e T € 162
yeyY;
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p;%u +pSpr rru on < Z ;zl;on ,max ;r;/ctl VteT ] c de (163)
yeY;
rgd rrd,on rrd,on,max m m
p]% + Dy ij jy(i vteT,jeJ ‘ (164)

yeY;

2.42 Relative reserve limits, multi-mode producing devices

Bounds on real and reactive power output imposing relative reserve limits on online pro-
ducing devices depend on the selected mode for multi-mode devices. No further bounds are
needed for offline reserves.

Dit +prgu _I_pspr rru ,on < Zp;nyat,xu]yt = T ] c J N de (165)
yeyY;
rgd rrd,on min T m
pi = P =2 Y S phu Ve € T € 0 (166)
yeY;
qru max , md pr md
Gt gt <D vt e T,j € J 0T (167)
yeY;
c— gt > g vt e T e P g (168)
yeY;

2.43 Relative reserve limits, multi-mode consuming devices

Bounds on real and reactive power output imposing relative reserve limits on online con-
suming devices depend on the selected mode for multi-mode devices. No further bounds are
needed for offline reserves.

pie + P 4R <Y phud Ve e T, j € Jo 0 g (169)
yeyY;
Dt p;%u _ pji)r . rru on > Zp?;l:ujyt VteT ] c JeSN de (170)
er

G+ aht <) guni vt e T,j € Jen g™ (171)
yeY;

Gt — G5 > Z e vt e T, j e JonJm (172)
yeY;
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